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OPEN BRACKET

D.C. FILTER CHOKES

• Economical "open bracket" - channel mount.

• Tolerance of 15% on both inductance & resistance.

• Inductances measured at rated D.C. current.

• Minimum 5" long leads.

• Units will exhibit less inductance at slightly higher

  currents or more at lower currents.

• Perfect for high voltage power supply filtering.

Dimension Table Choke Schematic

D.C. Filter

.gtM .gtM .gtM .gtM .gtM
elytS elytS elytS elytS elytS

snoisnemiD snoisnemiD snoisnemiD snoisnemiD snoisnemiD .gtM .gtM .gtM .gtM .gtM
eloH eloH eloH eloH eloHAAAAA BBBBB CCCCC DDDDD

H1C H1C H1C H1C H1C 36.1 88.0 18.0 83.1 521.0
H2C H2C H2C H2C H2C 60.2 52.1 91.1 57.1 781.0
H4C H4C H4C H4C H4C 83.2 83.1 83.1 00.2 781.0
H6C H6C H6C H6C H6C 18.2 05.1 96.1 83.2 781.0
H9C H9C H9C H9C H9C 52.3 57.1 00.2 18.2 781.0
H01C H01C H01C H01C H01C 52.3 00.2 00.2 18.2 781.0
H41C H41C H41C H41C H41C 30.4 52.2 36.2 65.3 781.0

Selection Table

.oN.taC .oN.taC .oN.taC .oN.taC .oN.taC
ecnatcudnI ecnatcudnI ecnatcudnI ecnatcudnI ecnatcudnI

syrneH syrneH syrneH syrneH syrneH

.C.D .C.D .C.D .C.D .C.D
tnerruC tnerruC tnerruC tnerruC tnerruC

.am .am .am .am .am

ecnatsiseR ecnatsiseR ecnatsiseR ecnatsiseR ecnatsiseR
smhO smhO smhO smhO smhO

.repO.xaM .repO.xaM .repO.xaM .repO.xaM .repO.xaM
.C.DstloV .C.DstloV .C.DstloV .C.DstloV .C.DstloV

.tW .tW .tW .tW .tW
.sbL .sbL .sbL .sbL .sbL

.miD .miD .miD .miD .miD
.feR .feR .feR .feR .feR

E351 E351 E351 E351 E351 7 52 077 003 01. H1C
H351 H351 H351 H351 H351 2.2 05 503 003 01. H1C
L351 L351 L351 L351 L351 9.0 57 521 003 01. H1C
M351 M351 M351 M351 M351 6.0 001 68 003 01. H1C
E451 E451 E451 E451 E451 02 02 6661 003 52. H2C
G451 G451 G451 G451 G451 9 04 007 003 52. H2C
H451 H451 H451 H451 H451 4 05 003 003 52. H2C
M451 M451 M451 M451 M451 2 001 571 003 52. H2C
C551 C551 C551 C551 C551 06 8 0572 004 03. H4C
G551 G551 G551 G551 G551 7 04 043 004 03. H4C
H551 H551 H551 H551 H551 5 05 072 004 03. H4C
J551 J551 J551 J551 J551 51 03 6201 004 03. H4C
C651 C651 C651 C651 C651 051 8 0073 004 05. H6C
G651 G651 G651 G651 G651 9 04 003 004 05. H6C
L651 L651 L651 L651 L651 5 57 531 004 05. H6C
M651 M651 M651 M651 M651 3 001 68 004 05. H6C
R651 R651 R651 R651 R651 5.1 002 65 004 05. H6C
G751 G751 G751 G751 G751 03 04 595 004 0.1 H9C
J751 J751 J751 J751 J751 01 56 502 004 0.1 H9C
L751 L751 L751 L751 L751 41 57 924 004 0.1 H9C
M751 M751 M751 M751 M751 8 001 952 004 0.1 H9C
Q751 Q751 Q751 Q751 Q751 5.3 051 89 004 0.1 H9C
R751 R751 R751 R751 R751 2 002 75 004 0.1 H9C
L851 L851 L851 L851 L851 51 57 114 004 52.1 H01C
M851 M851 M851 M851 M851 01 001 591 004 52.1 H01C
Q851 Q851 Q851 Q851 Q851 5 051 501 004 52.1 H01C
S851 S851 S851 S851 S851 5.1 052 06 004 05.1 H01C
T851 T851 T851 T851 T851 0.1 003 04 004 05.1 H01C
M951 M951 M951 M951 M951 51 001 652 005 52.2 H41C
P951 P951 P951 P951 P951 01 521 551 005 52.2 H41C
Q951 Q951 Q951 Q951 Q951 7 051 001 005 52.2 H41C
S951 S951 S951 S951 S951 4 522 56 005 52.2 H41C
T951 T951 T951 T951 T951 5.2 003 34 005 52.2 H41C
V951 V951 V951 V951 V951 5.1 005 72 005 52.2 H41C
Y951 Y951 Y951 Y951 Y951 6.0 057 11 005 52.2 H41C
B451 B451 B451 B451 B451 Hm3 A5.1 41.0 003 52. H2C
B551 B551 B551 B551 B551 Hm6 A2 3.0 004 03. H4C
B651 B651 B651 B651 B651 Hm5.1 A5 70.0 004 05. H6C
D751 D751 D751 D751 D751 Hm1 A01 830. 004 0.1 H9C
AZ951 AZ951 AZ951 AZ951 AZ951 Hm003 A1 0.6 005 05.2 H41C
CZ951 CZ951 CZ951 CZ951 CZ951 Hm06 A2 7.0 005 05.2 H41C
EZ951 EZ951 EZ951 EZ951 EZ951 Hm82 A3 34.0 005 57.2 H41C
GZ951 GZ951 GZ951 GZ951 GZ951 Hm51 A4 52.0 005 57.2 H41C
JZ951 JZ951 JZ951 JZ951 JZ951 Hm01 A5 61.0 005 57.2 H41C
LZ951 LZ951 LZ951 LZ951 LZ951 Hm5.2 A01 440.0 005 57.2 H41C


